A digital surveillance solution specifically designed for video

recording and monitoring of security & safety devices.
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Digital Surveillance System (DSS)

Globally Control, Monitor, and Record Video and Security Devices

Improving security with digital video surveillance systems
Businesses are building digital surveillance in their physical
security strategy and many are replacing existing video
recording systems with digital surveillance systems. LAB Digital
Surveillance Systems (DSS) is a security and safety device
monitoring and recording platform. LAB DSS offers capabilities
that far exceed the standard video recorders — including
automatic archiving of video footage, motion detection, video
transfer to CD or DVD, remote control and monitoring of
cameras and devices. LAB DSS is an effective tool in providing
proactive and reactive safety, security and intelligence

gathering.

Reduce the cost of operation

Eliminate costly purchases and extensive security management.
Protect against lawsuits and improve business risk profile.
Lower security staffing costs without jeopardizing the security.
Maintain security and safety devices from a central location.

Deter crime and reducing vandalism.

Integrate physical security with information technology
LAB DSS provides high-performance recording of 4, 8, 12, and
16 camera systems. Including both analog and digital camera
support. Multiple systems can connect together for
management through one interface using the LAB Central
Management Software. LAB DSS provides full motion viewing
and digital recording of video. LAB DSS system comes
standard with two removable hard drive trays and is scalable to
accommodate any storage needs up to 24 Terabytes.
Additionally, the ability to network the surveillance system will
expand your capabilities for viewing anywhere in the world and

provide off-site video storage capabilities.
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Digital video record up to 16 analog or
IP Cameras

Multiple screen viewing locally or
remote via web browser

Video playback locally or remote

Simultaneous viewing, recording, and
playback

Self-contained and self-maintained
system

Support for Pan/Tilt/Zoom cameras

Optional input/output control for safety
and security devices

Central Management and Control
Support
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DSS Technical Specifications

General Features

Advance Features

I  Supports 4, 8, 12, or 16 channels for
cameras analog and IP.

9 Simultaneous recording while using
video playback

 Automatically remove old video for
new when capacity is near full
without degradation to images

9 High-quality digital images

{ Continuous, motion detection, and
scheduled recording modes

I Transfer video to CD-ROM and save
snapshot images to floppy

Self-maintained system requires no
intervention during operation

9 Secure embedded Linux solution,
self-contained system requires no
software components

Multiple camera view displays
Digital Watermark signatures
Support 1-channel audio recording

Supports NTSC / PAL / SECAM
cameras and customized camera
solutions.
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I User-selectable settings for frame
rate, compression and resolution

Upgrade Path

DSS-1004: 4-channel
surveillance system.

DSS-1008: 8-channel
surveillance system.

DSS-1008H: 8-channel
Hybird (4 analog/4 IP).

DSS-1012: 12-channel
surveillance system.

DSS-1016: 16-channel
surveillance system.

DSS-1016H: 16-channel
Hybird (8 analog/8 IP).

Hard Drives Options
500GB: 2x250GB Removable

1TB: 2x500GB Removable
2TB: 2x1GB Removable

Pan / Tilt / Zoom Camera

9 Alarm notification by Email / FTP /

SMS (Short Message requires GSM

modem)

Video Loss Detection

9 Pre-Schedule Recording By 7days x
24hours, set each hour as: recording
by motion, continuously recording, non
-recording

I Image Adjustment Brightness/Contrast
9 Motion detection sensitivity is 10
frames per camera

Compression Video MPEG-4

Hardware watchdog and Auto-
recovery when power loss
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Remote

T Remote live view, playback, and
administration using web browser.

T Network Interface 10/100/1000 Mbps

9 Central Management and Central

Control software support for multiple
system management

9 Network Video Backup Capabilities

Operating Conditions
I  Temperature 41-1042F (5-40°C)
f  Humidity 20-80%

Security

f Up to 100 user accounts with pass-
word protection.

9 Video Digital Watermark Signature
Option

9 Built-in firewall against illicit use from
unauthorized users

Frame Rate
T 120/240/240/240 (NTSC)
T 100/200/240/240 (PAL)

Resolution
640x480 (Display)
9 640x480, 640x240, 320x240 (Recording)

Storage Capacity

9 Support up to 24TB Disk Storage
f  RAID support

Removable Hard Drive Trays

Video storage duration depends on image reso-
lution, image quality, frame rate, and motion
detection settings.

Dimensions and Weight

9 Dimensions: (4U) 19”x 19" x 7~

T Weight: 36 Lbs.

9 Packing Dimensions: 22” x 26” x 12”
9 Packing Weight: 40 Lbs.

Thermal Design
Front and Internal fan
Y Rear air vent.

Configuration Options

Remote Storage

DSs

Alarmljo ——

Audio

Intranet/Internet

Wireless PDA
and Laptop
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Analog Monitor

N

LCD / VGA Monitor

Computer
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